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WRIP-XD Infusion Pump
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Specifications
Model WRIP-XD
Pumping Mechanism Curvilinear peristaltic
e IV Set . Compatible with IV sets of any standard
~ TS e Flow Rate [ 1-1100 mim (in 1 mi/h increments)
e A gty [
ot e e e s Purge, Bolus . Purge when pump stops, bolus when pump starts, rate at 700 ml/h
= —— 4 T mem— Accuracy + 3%
BT VTBI 1-9999 mi
Infusion Mode ml/h, drop/min
KVO Rate 4 mi/h
Alarms Occlusion, air-in-line, door Uplen, end program, |U‘u1:f battery? end battery,
AC power off, motor malfunction, system malfunction, reminder alarm

Additional Features b o i ey
Occlusion Sensitivity 5 levels
Air-in-line Detection Ultrasonic detector
Power Supply, AC 110/230 V (optional), 50-60 Hz, 20 VA
Battery 9.6x1.6V, rechargeable
Battery Life 5 hours at 30 ml/h
Working Temperature 10-40°C
Relative Humidity 30-75%
Atmospheric Pressure 700-1060 hpa
Size 174*126%215 mm
Weight 2.5 kg
Safety Classification Class |, type CF
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WRIP-8052N Infusion Pump WRIP-XK Infusion Pump

NICU Thermostat: Visible - Oc Thermostat:
3U-45C, on-screen = 30-45C,
adjustable G alarms =1 g | adjustable

Drop sensor

(Neonatal) available

Specifications Specifications
~ Model © WRIP-8052N Model WRIP-XK
 Pumping Mechanism Curvilinear penstaltic Pumping Mechanism | curvilinear peristaltic
IV Set ~ Compatible with IV sets of any standard IV Set | Compatible with IV sets of any standard
Flow Rate ~ 0.1-1500 mVh {in 0.1 ml/h increments}) Flow Rate [ 1-1300 mih (in 0.1 mVh increments)
Purge, Bolus ;ﬂomlﬁ:;'f;‘uf:p"ﬁfgg: 'E’;E;":f::r)‘ S starts Purge, Bolus Purge when pump stops, bolus when pump starts, rate at 1100 ml‘h
urge opSs, | ! Accuracy +3%
Bolus Volume 1-20 ml {in 1 ml increments}) T 8000
fecurecy B Infusion Mode ml/h, drop/min, time-based
VIE! tagom KVO Rate 1-5 m/h (in 0.1 mVh increments)
Infusion Mode D Ipp/inin; lile-baser Occlusion, air-in-line, door open, end program, low battery, end battery,
KVO Rate 0.1-5 mVh {in 0.1 ml/h increments}) Alams AC power off, motor malfunction, system malfunction, reminder alarm
AT Occlusion, air-in-line, door open, end : end battery, Addilional Featiiies Real-time infused volume, automatic power switching,
AC power off, motor malfunction, syste ion, reminder alarm mute key, purge, bolus, system memory
Real-time infused volume / bolu e / KVO rate, Occlusion Sensitivity 5 levels
Additional Features automatic power switching, mute : olus, system memory, A S Dotaction Ulrasoris dotactor
key locker, change flow rate e pump
Occlusion Sensitivity High, medium, low Drop Sensor Optional
R g o B e Sl Gitason cdatodon Power Supply, AC 110/230 V {optional}, 50-60 Hz, 20 VA
Wireless Management Optional Battary 2616V echhrgeabis
Power Supply, AC 110/230 V (optional), 50-60 Hz, 20 VA Battory Lite 6 hours at 30 mi/h
Battery 9.6+1.6 V, rechargeable Werking-lemporaturs 10-40°C
Battery Life 5 hours at 30 mi/h RalsiveHumiddy =803
Working Temperature 10-40°C Atmospheric Pressure 700-1060 hpa
Relative Humidity 30-75% Size 233%146%*269 mm
Atmospheric Pressure 700-1060 hpa Weaght 3K
Sire 17441 96915 mm Safety Classification Class |, type CF
Weight 2.5 kg
Safety Classification Class |, type CF




WRIP-XA Infusion Pump WRIP-XA Il Infusion Pump

Excellent Prize : - _ g Thermostat:.
of 2010 China W —_— | 3

30-45°C " gL | | 30-45C
Red Star ; : s . =
| Design Award’ adjustable - | adjustable

Specifications

| Model | WRIP-xA
Pumping Mechanism Curvilinear peristaltic

Specifications

Model ~ WRIP-XA
Pumping Mechanism Curvilinear peristaltic

IV Set Compatible with IV sets of any standard IV Set Compatible with 1V sets of any standard
Flow Rate 1-1200 ml/h (in 0.1 ml/h increments)

Pu rge w hen p u mp stops, 3'_HEIIUE when pump starts,
rate at 500, 800, 1200 ml/h

Accuracy +=3%
VTBI 1-20000 ml (in 0.1 ml increments)

Flow Rate 1-1100 ml/h in 1 ml/h increments

Purge, Bolus | Purge when pump stops, bolus when pump starts, rate at 700 ml/ Purge, Bolus

Accuracy +3%

VTBI 1-9999 m|
Infusion Mode ml/h, drop/min
KVO Rate 4 ml/h

Infusion Mode ml/h, drop/min, time-based, body weight, nutrition
y, end atfery, KVO Rate 1-5 ml/h (in 0.1 ml/h increments)

inder alarm | Occlusion, air-in-line, door open, end program, low battery, end battery,
' ' Alarms _ | - | i : |
AC power off, motor malfunction, system malfunction, reminder alarm

Occlusion, air-in-line, door open, end program, low b

Alams AC power off, motor malfunction, system

Real-time infused volume, automatic
mute key, purge, bolus, system memo

Additional Features Real-time infused volume, automatic power switching,

Additional Features | . |
mute key, purge, bolus, system memory, history log

Occlusion Sensitivity o levels

Occlusion Sensitivity High, medium, low

History Log 50000 events

Air-in=line Detection Ultrasonic detector

Wireless Management Optional

Drop Sensor Optional Air-in-line Detection Ultrasonic detector

Vehicle Power ({Ambulance) | 12+12V Wireless Management Optional

Power Supply, AC 110/230 V (optional), 50/60 Hz, 20 VA Drop Sensor Optional
Battery 9.6+1.6 V, rechargeable Vehicle Power (Ambulance} | 12+1.2V

Power Supply, AC 110/230 V {optional), 50/60 Hz, 20 VA
Battery 9.8+1.8 V, rechargeable

Battery Life 5 hours at 30 ml/h
Working Temperature 10-30°C

Relative Humidity 30-75% Battery Life 5 hours at 25 ml/h

Atmospheric Pressure 860-1080 hpa Working Temperature 10-30°7C
u u | 3 ﬂ,
Size 130*145*228 mm Relative Humidity 30-75%

Weight 2.5kg Atmospheric Pressure 860-1060 hpa

Safety Classification Class 1, type CF Size 130%145*228 mm
Weight 2.5 kg

Safety Classification Class |, type CF




WRSP-602 Syringe Pump WRSP-605T Syringe Pump

Applicable -:II A '.I : - = _TI . W \ | | = -‘ﬁlicable 0.01 n-IIIIr:h |
syringe: Automatic = BE AV Ve AfSynin 0€; :’Pni;err;teems for I | Wireless |
10,20, 30, | anti-bolus S | - ' i | d 5,10, 20, 30, bolus rate e S S G
50/60ml | . < x __ N 50/60 ml bt ieo it

..5:‘ D

5,10, 20, 30, 50/60 ml

Compatible with syringe of any standard

~ 1-1000 ml (in 0.1, 1, 10 ml increments)

Syringe 5 ml: 0.1-100 ml/h {in 0.01, 0.1, 1, 10 ml/h increments)
Flow Rate Syringe 20 ml: 0.1-600 ml/h

Syringe 30 ml: 0.1-800 mi/h

Syringe 50/60 ml: 0.1-1200 mlth

Syringe 5 ml: 0.1-100 ml/h (in 0.01, 0.1, 1, 10 ml/h increments)
Syringe 10 ml: 0.1-300 ml‘h

Bolus Rate Syringe 20 ml: 0.1-600 mi/h

Syringe 30 ml: 0.1-800 mil/h

Syringe 50/60 ml: 0.1-1200 ml/h

Anti-Bolus Automatic

<1000 ml in 0.1 ml increments

- R #1000 ml in 1 ml increments

~ Syringe 10 ml: 0.1-400 ml/h
Syringe 20 ml: 0.1-600 ml/h <100 ml/h in 0.1 ml/h increments
Syringe 30 ml: 0.1-900 ml‘h #100 ml/h in 1 ml/h increments
Syrm ge 50/60 ml: 0.1-1300 ml/h
Syringe 10 ml; 400 ml/h
Syringe 20 ml: 600 ml/h
Syringe 30 ml: 900 ml/h
Syringe 50/60 ml: 1300 ml/h

Anti-Bolus Automatic

Accuracy +2% {mechanical accuracy = 1%)

Flow Rate

Bolus Rate

Flow rate: ml/min, ml/h Accuracy +2% (mechanical accuracy= 1%)

Infusion Mode Time-based
Body weight: mg/kg/min, mg/kg/h, ug/kg/mi

Flow rate: ml/min, ml/h

Infusion Mode Time-based
Body weight

KVO Rate 0.1-1 ml/h (in 0.1 ml/h increments)

Occlusion, near empty, end program, | KVO Rate 0.1-1 ml/h {in 0.01 ml/h increments)
Alarms AC power off, motor malfunction,

pressure sensor Crrofr, syringe 1N

ion, reminder alarm, Occlusion, near empty, end program, low battery, end battery,
ringe drop off Alamms AC power off, motor malfunction, system malfunction, reminder alarm,
itching, pressure sensor error, syringe installation error, syringe drop off

Real-time infused volume,
Additional Features automatic syringe identification,
system memory

y, purge, bolus, anti-bolus, Real-time infused volume, automatic power switching,
Additional Features automatic syringe identification, mute key, purge, bolus, anti-bolus,
system memory, history log

Drug Library Available

Occlusion Sensitivity High, medium, low Drug Library Available

Power Supply, AC 110/230 V {optional), 50/60 Hz, 20 VA
Battery 9.6+1.6V, rechargeable

Battery Life 7 hours at 5 ml/h
Working Temperature 5-40°C

Occlusion Sensitivity High, medium, low

History Log 20000 events
Power Supply, AC 110/230 V, 50/60 Hz, 20 VA

Battery 14.8 V, rechargeable

Battery Life 8 hours at 5 ml/h
Working Temperature 5-407C

Relative Humidity 20-90%
Atmospheric Pressure 860-1080 hpa

Size 314*167*140 mm
Weight 2.5 kg Atmospheric Pressure 700-1060 hpa

Relative Humidity 20-90%

Safety Classification Class II, type CF Size 245120115 mm
Weight 2.5 kg

Safety Classification Class II, type BF
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WRSP-702 Syringe Pump WRSP-5021A Syringe Pump
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Automatic
anti-bolus
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| Syringe 10 mk: 0.1-420 mih FHERSTNE

Syringe 20 ml: 0.1-650 mih <100 mlh in 0.1 mi/h increments
Syringe 30 ml: 0.1-1000 mirh >100 mif in 1 mih increments

| Syringe 50/60 ml: 0.1-1600 ml/h
Syringe 10 ml: 200-420 mi/h
Syringe 20 ml; 300-650 ml/h
Syringe 30 ml: 500-1000 ml‘h
Syringe 50/60 ml: 800-1600 ml/h

Anti-Bolus Automatic

" Accuracy i—ﬁ%

- VTBI 1-9999 ml (in 1, 5, 10 ml increments)
Infusion Mode [ mih
Withdraw 600-2000 ml/h (in 1, 5, 10 ml/h increments)
Cleaning 600-2000 ml/h (in 1, 5, 10 ml/h increments)

Flow Rate

Bolus Rate

Occlusion, air-in-line, door open, end program, low battery, end _b'a’tt.e_.ry,
Alarms AC power off, motor malfunction, system malfunction, reminder alarm,
tube dislocation

Accuracy + 2% {(mechanical accuracy =1%)

Flow rate: ml/min, ml/h
Infusion Mode Time-based
Body weight: mg/kg/min, mg/kg/h, ml/kg/mi

Real-time infused volume, automatic power switching, mute key,

Additional Features purge, bolus, system memory, history log, withdraw, cleaning

Occlusion Sensitivity High, medium, low
History Log 30 days

KVO Rate 0.1-1 ml/h {in 0.1 ml/h increments)

Occlusion, near empty, end program, |
Alarms AC power off, motor malfunction,
pPressure Sensor error, syringe ins

Air=in=line Detection Ultrasonic detector

Wireless Management Optional

Real-time infused volume, ' itching,
Additional Features automatic syringe identification, y, purge, bolus, anti-bolus,
system memory, history log, separate channel alarm, power saving mode

Drug Library Available Power Supply, AC 110/230 V, 50/60 Hz, 45 VA

Fluid Warmer Optional (30-40C, in 1C increments, over temperature alarm)

Vehicle Power {Ambulance) | 12V

Occlusion Sensitivity High, medium, low Battery 10.8 V, rechargeable

History Log 50000 events Battery Life 8 hours at 100 ml/h

Power Supply, AC 110/230 V (optional), 50/60 Hz, 20 VA Working Temperature 10-30°C

Battery 9.6+ 1.6V, rechargeable Relative Humidity 30-75%

Power saving mode at 5 ml/h, Atmospheric Pressure 860-1060 hpa
10 hours for single channel, 7 hours for double channel S 150(L)*120(W)*60(H) mm

Working Temperature 5 40°C Weight 1.5 kg
Relative Humidity 20-90%
Atmospheric Pressure 860-1060 hpa
Size 330%1256%225 mm
Weight 4.5 kg

Safety Classification Class II, type CF

Battery Life

Safety Classification Class I, type CF

Fluid Ingress Protection IPX5
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